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FA. TOTAL |SHEET
Eefe + SECTION CounTY | JOTAL [ HEE

PERIMETER EROSION BARRIER ENERGY DISSIPATOR * *%  |WILLIAMSON] 917 | 826

STA. TO STA.
SEE SCHEDULE FOR LOCATION FED. ROAD DIST, NO. &ILLINOIS‘FED. AID PROJECT
& * I-57, & OLD IL 13 (FAU 9629
* ¥ (X1-6-2)VB-2,(XL-6)HBK-2
SEE PLAN SHEETS , AND SCHEDULE FOR LOCATION. 5 = EARTH EXCAVATION FOR ENERGY DISSIPATO
3N 3:1
A A THIS WORK INVOLVES THE EXCAVATION OF EARTH SHOWN IN THE
1 | T SKETCH TO THE LENGTH, WIDTH, AND DEPTH PECIFIED. THE EARTH
- N B EXCAVATION WILL BE UTILIZED IN THE R WAY EMBANKMENT OR
‘\‘l \ WASTED AS DIRECTED BY THE ENGINE
3:t 1 i1
EARTHWORK WILL BE CONSIDE INCLUDED IN THE COST OF THE
= - RIPRAP.
M M
ENERGY DISSIPATQ TO BE CONSTRUCTED AT THE LOCATION

INDICATED ON PLAN SHEETS.

D= INSIDE DIAMETER OF PIPE CULVERT
OR CLEAR HEIGRT OF BOX CULVERT RIPRAP FOR ENERGY DISSIPATOR

PLAN
RIP FOR ENERGY DISSIPATOR SHALL BE CONSTRUCTED IN
ACCORUMCE WITH SECTION 281 OF THE STANDARD SPECIFICATIONS

EXCEPT ASNREVISED HEREIN.

THE LENGTH, WID AND DEPTH FOR RIPRAP PLACEMENT SHALL BE
AS SPECIFIED IN TH DETAILS, UNLESS OTHERWISE INDICATED IN
THE PLANS.

3 ; e THE RIPRAP FOR THE ENERGY D¥SSIPATOR SHALL BE PAID FOR AT
L ? THE CONTRACT UNIT PRICE PER SOMARE YARD FOR STONE DUMPED
RIPRAP, CLASS A4

SECTIONAL VIEW OF INSTALLATION FILTER FABRIC AND BEDDING MATERIAL AS SRECIFIED IN SECTION
281 OF THE STANDARD SPECIFICATIONS WILL NOTGE REQUIRED.

H
(Y
24" MINIMUM REVISIONS

THIS WORK SHALL COMPLY WITH ALL REQUIREMENTS REDMAYN] 2-15-89

OF SECTION 280 OF THE STANDARD SPECIFICATION FOR REVISEDNE-3-93

TEMPORARY ERQSION CONTROL. REVISED | 815Ny
SECTION A-A ST0 36 N

NOT NEEDED

TYPICAL DETAIL OF STONE RIPRAP DITCH LINING DETAIL STONE RIFRAP DITCH

ci\proJeots\d382802\cld13\oldi2p3.dgn
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THIS WORK INCLUDES THE EARTH EXCAVATION REQUIRED TO AN QoS /2
PLACE THE RIPRAP AS SHOWN. THE MATERIAL RESULTING FROM g o ] —
THE EARTH EXCAVATION SHALL BE PLACED IN THE ROADWAY W=, -k _ = L/~
EMBANKMENT, OR WASTED AS DIRECTED BY THE ENGINEER. THE — =L
EARTHWORK SHALL BE CONSIDERED INCLUDED IN THE COST OF ,,:’7":7//,
THE DITCH. TO BE USED: ==
THE RIPRAP DITCH SHALL BE CONSTRUCTED AT THE LOCATIONS SEE RIPRAP SCHEDULE MIN. 12" DEPTH | EXISTING PAVED DITCH
SHOWN IN THE PLANS OR AS DIRECTED BY THE ENGINEER. STO‘NE RIPRAP (TO BE BROKEN IN PLACE)
CONSTRUCTION OF THE STONE RIPRAP DITCH SHALL CONFORM CLASS A3
TO THE REQUIREMENTS FOR CLASS A4 RIPRAP AS INDICATED IN
SECTION 281 OF STANDARD SPECIFICATIONS.
NOTE: THIS WORK SHALL BE PAJ® FOR AT THE CONTRACT UNIT PRICE
THIS WORK SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE PER TON, FOR STONERIPRAP DITCH, WHICH PRICE SHALL INCLUDE REVISIONS
PER TON FOR STONE RIPRAP, CLASS A4, WHICH PRICE SHALL ALL MATERIAL LA AND EQUIPMENT TO COMPLETE THE WORK NANE SATE ILLINOIS DEPARTMENT OF TRANSPORTATION
INCLUDE ALL MATERIAL, LABOR AND EQUIPMENT TO COMPLETE IN PLACE AS SHMOWN. DETAILS:
: THE WORK IN PLACE AS SHOWN. THE FINISMED SIDESLOPES OF THE STONE RIPRAP DITCH SHALL i
- .
3 BEDDING MATERIAL AND FILTER FABRIC AS SPECIFIED IN SECTION MATCHPAE EXISTING GRADE. PERIMETER EROSION BARRIER_’ STONE
£ 281 OF THE STANDARD SPECIFICATIONS WILL NOT BE REQUIRED. RIPRAP DITCH LINING;

-ENERGY—-DISSIPATOR:-STONE-RIRRAR-DIFGH—

THE WIDTH OF THE RIPRAP DITCH WILL BE AS SPECIFIED IN THE
RIPRAP SCHEDULE OR AS DIRECTED BY THE ENGINEER.

VERT.
SCALE: | 1o NONE DRAWN BY CNH
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